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(57) Abstract: A device is provided for 
use with a tissue penetrating system and/or 
a metering device for measuring analyte 
levels. The device comprises a cartridge 
and a plurality of analyte detecting members 
mounted on the cartridge. The cartridge 
may have a radial disc shape. The cartridge 
may also be sized to fit within the metering 
device. The analyte detecting members may be 
optical system using fluorescence lifetime to 
determine analyte levels. In one embodiment, 
the device may also include a fluid spreader 
positioned over at least a portion of the analyte 
detecting member to urge fluid toward one of 
the detecting members. A plurality of analyte 
detecting members may be used. Each analyte 
detecting member may be a low volume device. 



wo 2004/060446 A2 



Eurasian patent (AM, AZ, BY, KG, KZ, MD, RU, TJ, TM), 
European patent (AT, BE, BG, CH, CY, CZ, DE, DK, EE, 
ES, FI, FR, GB, GR, HU, IE, IT, LU, MC, NL. FT. RO, SE. 
SI, SK, TR), OAPI patent (BF. BJ, CF, CG, CI, CM, GA. 
GN, GQ, GW, ML. MR, NE, SN, TD. TG). 

PubUshed: 

— without international search report and to be republished 
upon receipt of that report 



For two-letter codes and other abbreviations, refer to the "Guid- 
ance Notes on Codes and Abbreviations" appearing at the begin- 
ning of each regular issue of the FCT Gazette, 



